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This  catalog  supersedes  all  former 
fluorescent  lamp  fixture  bulletins 
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Manufactured  by 

Overbagh  &  Ayres  Mfg.  Co. 
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Two  Light  RLM  Standard  Fluorescent  Lamp  Fixture 

For  100  Watt,  60-inch  T-17  Fluorescent  Lamps 


The  OAMCO  RLM  Fluorescent  Fixture  for  the  new  100  watt,  60-inch  T-17  fluorescent  lamp 
is  made  to  conform  to  the  rigid  specifications  of  the  RLM  Standards  Institute. 

The  essential  features  are:  Shielding  angle  of  14  degrees;  to  eliminate  glare,  porcelain  en¬ 
ameled  reflector  white  inside,  grey  outside,  reflection  factor  of  79%,  light  output  75%,  provides 
higher  levels  of  illumination. 

Diffuser  fixture  has  apertures  which  direct  2%  of  the  light  upward. 

The  housing  contains  the  lamp  holders,  ballast,  and  starter  switches  so  the  wiring  can  be  done 
in  the  housing  and  reflector  attached  by  thumb  nuts. 

Housing  is  equipped  with  flanges  tapped  for  1/2  inch  conduit  also  chain  hangers  spaced  36 
inches  on  centers.  There  are  knockouts  for  i/2  inch  conduit  in  each  end  of  housing. 


Separable  housing  containing  all  essential  con¬ 
trol  equipment  so  reflector  may  be  detached. 


Patented  hinged  lamp  holders  attached  to  each  side 
of  control  housing  so  lamps  can  be  placed  in  them 
when  cleaning.  Saves  time  and  eliminates  breakage. 
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Two  Light  RLM  Standard  Fluorescent  Lamp  Fixture 

For  100  Watt,  60-incli  1-17  Fluorescent  Lamps 


DIFFUSER  (WITH  APERTURES) 

Line 

V  oltage 

Power 

F  actor 

DIRECT  (WITHOUT  APERTURES) 

UNWIRED  FIX. 

List 

No.  Price 

WIRED  FIX. 

List 

No.  Price 

UNWIRED  FIX. 

List 

No.  Price 

WIRED  FIX. 

List 

No.  Price 

2042  $44.25 

2042B  $45.00 

110-125 

95-100% 

2041  $42.75 

2041 B  $43.50 

20424  44.25 

2042C  45.00 

220-250 

95-100% 

20414  42.75 

2041C  43.50 

Standard  Package  1.  Approximate  Weight  68  lbs. 


Open  End  Two  Light  Standard  Fluorescent  Lamp  Fixture 


For  100  Watt,  60-incli  T-17  Fluorescent  Lamps 

Construction  is  the  same  as  No.  2041  described  on 
page  1  except  the  ends  are  open  and  the  length  is  62 
inches. 


No.  2048 


DIFFUSER  (WITH  APERTURES) 

Line 

V  oltage 

Power 

Factor 

DIRECT  (WITHOUT  APERTURES) 

UNW  IRED  FIX. 

List 

No.  Price 

W  IRED  FIX. 

List 

No.  Price 

UNWIRED  FIX. 

List 

No.  Price 

WIRED  FIX. 

List 

No.  Price 

2047  $41.75 

2047B  $42.50 

110-125 

95-100% 

2048  $40.25 

2048B  $41.00 

2047A  41.75 

2047C  42.50 

220-250 

95-100% 

2048A  40.25 

2048C  41.00 

Standard  Package  1.  Approximate  Weight  65  lbs. 

ADDITIONS 


List  List 

For  110  Volt  Single  Pole  Levolier  Pull  Switch . $1.00  For  7  Ft.  of  3-Wire  Cord  with  Ground  Connector 

For  220  Volt  Double  Pole  Levolier  Pull  Switch .  1.85  and  Plug  Cap . $0.70 

PRICES  DO  NOT  INCLUDE  LAMPS 
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Two  Light  RLM  Standard  Fluorescent  Lamp  Fixture 

For  40  Watt,  48-inch  Fluorescent  Lamps 


The  Control  Housing  is  hooked  to  the 
Reflector  by  chain  to  provide  easy  access  for 
line  connections  and  to  facilitate  installa- 

M 

tion.  Thumb  nuts  secure  the  Reflector  to 
the  Housing. 

This  arrangement  is  standard  on  Nos. 
2015 — Page  4,  2030 — Page  5,  2031 — Page  6, 
2041 — Page  2,  2042 — Page  2,  2047 — Page  2, 
2048 — Page  2. 

The  OAMCO  Fixtures  described  on 
pages  1,  2,  3,  4,  5  and  6  are  equipped  with 
Patented  Hinged  Lamp  Holders  attached 
to  each  side  of  the  Control  Housing  so  the 
lamps  can  be  placed  in  them  when  cleaning 
the  Reflector.  This  arrangement  will  save 
time  in  cleaning  as  well  as  eliminate  break¬ 
age. 

The  Lamp  Holders  lay  flat  against  the 
Control  Housing  when  not  in  use. 
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Two  Light  RLM  Standard  Fluorescent  Lamp  Fixture 

For  40  Watt,  48-inch  Fluorescent  Lamps 
Listed  by  Underwriters’  Laboratories,  Inc. 


The  OAMCO  RLM  2-Light  Fluorescent  Lamp  Fixtures  are  made  in  accordance  with  the  rigid 
specifications  of  the  RLM  Standards  Institute,  which  covers  a  light  output  of  79%,  correct  design, 
skilled  workmanship,  and  quality  performance. 

The  reflector  is  porcelain  enameled  grey  outside,  white  inside;  control  housing  is  steel,  fin¬ 
ished  aluminum  bronze  lacquer. 

The  shielding  angle  is  17!%  degrees  from  the  horizontal  or  72^4  degrees  from  the  vertical  line. 
Lamp  holders  are  mounted  at  an  angle  of  24  degrees  from  the  vertical  with  a  distance  of  five  inches 
between  lamp  centers.  The  reflector  ends  are  closed  so  as  to  shield  the  lamps. 

Fixtures  are  equipped  with  flange  at  each  end  and  one  in  the  center  tapped  for  14"  conduit; 
chain  loops  are  also  furnished  so  that  fixture  may  be  suspended  either  by  chain  or  14 "  conduit. 
There  is  a  *4"  conduit  size  knockout  in  each  end  of  the  hood  and  a  switch  knockout  on  the  side. 
NOTE :  %"  suspension  flanges  can  be  furnished  if  specified. 


UNWIRED  FIXTURE 

List 

No.  Price 

WIRED  FIXTURE 

List 

No.  Prise 

BALLAST — 95%  POWER  FACTOR 

Line 

Voltage 

Std. 

Pkg. 

Weight 

Lbs. 

2015 

$25.95 

2015D 

$26.45 

Tulamp  and  Compensator 

110-125 

1 

35 

2015B 

25.95 

2015E 

26.45 

Tulamp  and  Compensator 

220-250 

1 

35 

ADDITIONS 

List  List 

For  110  Volt  Single  Pole  Levolier  Pull  Switch. ...$1,00  For  7  Ft.  of  3-Wire  Cord  with  Ground  Connector 
For  220  Volt  Double  Pole  Levolier  Pull  Switch....  1.85  and  Plug  Cap . . . $0.70 


PRICES  DO  NOT  INCLUDE  LAMPS 
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Two  Light  Open  End  Standard  Fluorescent  Lamp  Fixture 

For  40  Watt,  48-incli  Fluorescent  Lamps 
Listed  by  L^nderwriters’  Laboratories,  Inc. 


No.  2030 


The  OAMCO  “Two  Light  Open  End  Standard”  conforms  to  the  rigid  specifications  of  the  standard  fixture 
described  on  Page  4  with  the  one  exception  of  having  open  ends. 

The  fixture  provides  uniform  general  illumination  at  a  low  cost.  It  is  attractive  in  appearance;  the  housing 
is  finished  Aluminum  bronze  lacquer,  reflector  is  porcelain  enameled  grey  outside  white  inside.  Length  of  fixture 
is  52  inches. 

The  hinged  hood  allows  it  to  be  unhooked  from  the  reflector  and  installed;  the  reflector  can  be  wired  on  a 
bench.  This  arrangement  also  provides  support  to  the  wired  reflector  while  making  connections  to  the  hood. 

The  fixture  is  equipped  with  V2 "  flanges  and  chain  loops  for  conduit  or  chain  suspension.  There  is  a  V2" 
knockout  in  each  end  and  a  switch  knockout  in  the  side  of  the  hood.  It  is  supplied  with  a  tulamp  power  factor 
ballast,  compensator,  lamp  holders  and  starter  sockets,  and  starters.  The  two  starters  can  be  replaced  without 
disassembling  the  unit. 

The  reflector  provides  an  overall  light  efficiency  of  79%  with  shielding  angle  of  17 %  degrees  from  the  hori¬ 
zontal.  Lamp  holders  are  mounted  at  an  angle  of  24  degrees  from  the  vertical  with  a  distance  of  five  inches  between 
lamp  centers. 


UNWIRED 

No. 

FIXTURE 

List 

Price 

WIRED 

No. 

FIXTURE 

List 

Price 

BALLAST — 95%  POWER  FACTOR 

Line 

V  oltage 

Std. 

Pk?. 

Weight 

Lbs. 

2030 

$20.65 

2030B 

$21.15 

Tulamp  and  Compensator 

110-125 

1 

33 

2030A 

20.65 

2030C 

21.15 

Tulamp  and  Compensator 

220-250 

1 

33 

ADDITIONS 

List  List 

For  110  Volt  Single  Pole  Levolier  Pull  Switch . $1.00  For  7  Ft.  of  3-Wire  Cord  with  Ground  Connector 

For  220  Volt  Double  Pole  Levolier  Pull  Switch .  1.85  and  Plug  Cap . $0.70 


PRICES  DO  NOT  INCLUDE  LAMPS 


Two  Light  Open  End  Standard  Diffuser  Fluorescent  Lamp  Fixture 

For  40  Watt,  48  Inch  Fluorescent  Lamps 


End  Standard”  described  on  page  5  with  the  exception  that  the  “Diffuser”  has  apertures  in  the 
top  of  the  reflector  which  allows  some  of  the  light  to  be  reflected  against  the  ceiling  and  minimizes 
the  contrast  between  a  dark  ceiling  and  a  well  lighted  working  plane. 


UNWIRED 

No. 

FIXTURE 

List 

Price 

WIRED 

No. 

FIXTURE 

List 

Price 

BALLAST — 95%  POWER  FACTOR 

Line 

Voltage 

Std. 

Pkg. 

Weight 

Lbs. 

2031 

$21.65 

2031B 

$22.15 

Tulamp  and  Compensator 

110-125 

1 

33 

2031A 

21.65 

2031C 

22.15 

Tulamp  and  Compensator 

220-250 

1 

33 

ADDITIONS 

List  List 

For  110  Volt  Single  Pole  Levolier  Pull  Switch . $1.00  For  7  Ft.  of  3-Wire  Cord  with  Ground  Connector 

For  220  Volt  Double  Pole  Levolier  Pull  Switch .  1.85  and  Plug  Cap . $0.70 

PRICES  DO  NOT  INCLUDE  LAMPS 


YU  .  | 4  1  J  Two  Light  RLM  Standard  Fixture  (Page  4)  f 

Illumination  1 'nta  on  tll0  J  Two  Light  Open  End  Standard  Fixture  (Page  5)  \ 

The  table  of  footcandle  values  has  been  compiled  as  an  aid  in  determining  the  lighting  results  with  a  two 
light  RLM  fluorescent  fixture.  Footcandles  are  based  on  an  installation  of  four  fixtures;  footcandle  readings  are 
taken  at  the  working  plane  30  inches  above  the  floor. 

AVERAGE  FOOTCANDLE  TABLE 


WITH  TWO  WHITE  FLUORESCENT  LAMPS  OF  2100  LUMENS  EACH 


Mounting 

Height 

Room 

Conditions 

Room  Proportions^ 

Area  Per 

Unit 

Approx. 

Spacing 

Favorable 

Average 

Unfavorable 

Above  Floor 

Average  Footcandles  (minimum  4  units) 

Very  Light 

42-48 

35-40 

23-33 

49  Sq.  Ft. 

7 '-6" 

7'x  r 

Fairly  Light 

40-45 

33-37 

19-29 

Fairly  Dark 

39-44 

30-35 

17-27 

Very  Light 

34-37 

26-31 

17-25 

64  Sq.  Ft. 

8'-0" 

8'  x  8' 

Fairly  Light 

31-34 

24-29 

15-22 

Fairly  Dark 

30-33 

22-27 

14-20 

Very  Light 

26-29 

21-25 

15-20 

81  Sq.  Ft. 

S'-G" 

9'  x  9' 

Fairly  Light 

24-28 

19-23 

13-18 

Fairly  Dark 

23-27 

17-22 

11-16 

Very  Light 

22-24 

18-20 

12-16 

100  Sq.  Ft. 

9'-6" 

10'x  10' 

Fairly  Light 

21-23 

17-19 

10-14 

Fairly  Dark 

20-22 

15-18 

9-12 

Very  Light 

18-19 

14-16 

10-13 

121  Sq.  Ft. 

lO'-O" 

11' x  11' 

Fairly  Light 

17-18 

13-15 

9-12 

Fairly  Dark 

16-18 

12-14 

8-11 

Very  Light 

15-16 

12-14 

9-11 

144  Sq.  Ft. 

1 0'-6" 

1 2'  x  12' 

Fairly  Light 

14-15 

11-13 

7-9 

Fairly  Dark 

13-14 

10-12 

6-7 

j  Use  AVERAGE  when  room  width  equals  2  times  mounting  height. 
tROOM  PROPORTIONS  ;  Use  FAVORABLE  when  room  width  equals  4  times  mounting  height. 

I  Use  UNFAVORABLE  when  room  width  is  equal  to  mounting  height. 
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Three  Light  Standard  Fluorescent  Lamp  Fixtures 

For  40  Watt,  48-inch  Fluorescent  Lamps 

These  OAM CO  fixtures  provide  uniform  general  illumination  and  conform  to  the  rigid  specifications  of  the 
standard  two  light  fixture  described  on  Page  4. 

The  control  housing  is  hooked  to  the  reflector  by  chain  to  provide  easy  access  for  line  connections  and  to 
facilitate  installation.  Thumb  nuts  secure  the  reflector  to  the  housing. 

Units  are  equipped  with  flanges  on  36  inch  centers  for  V2  inch  conduit;  chain  loops  are  also  furnished  so 
that  fixture  may  be  suspended  either  by  chain  or  V2  inch  conduit.  There  is  a  V2  inch  conduit  size  knockout  in  each 
end  of  the  hood  and  switch  knockout  on  the  side. 

Reflector  is  porcelain  enamel  grey  outside,  white  inside;  control  housing  is  finished  aluminum  bronze  lacquer. 


WITH  CLOSED  ENDS 

Length  overall  52%  inches 
Width  overall  13%  inches 
Height  overall  7%  inches 


UNWIRED 

FIXTURE 

WIRED 

FIXTURE 

BALLASTS 

List 

List 

Power-Factor  92% 

Line 

Std. 

Weight 

No. 

Price 

No. 

Price 

Voltage 

Pkg- 

Lbs. 

2043 

$33.85 

2043B 

$34.60 

1  Tulamp  95%  P.F. 

1  Single  90%  P.F. 

110-125 

1 

36 

2043A 

32.40 

2043C 

33.15 

1  Tulamp  95%  P.F. 

1  Single  90%  P.F. 

220-250 

1 

36 

WITH  OPEN  ENDS 

Length  overall  52  inches 
Width  overall  13%  inches 
Height  overall  7%  inches 


UNWIRED 

No. 

FIXTURE 

List 

Price 

WIRED 

No. 

FIXTURE 

List 

Price 

BALLASTS 

Line 

Voltage 

Std. 

Pkg. 

Weight 

Lbs. 

2044 

$30.55 

2044D 

$31.30 

1  Tulamp  95%  P.F. 

1  Single  90%  P.F. 

1  92% 

|  P.F. 

110-125 

1 

36 

2044A 

28.15 

2044E 

28.90 

1  Tulamp  95%  P.F. 
1  Single  60%  P.F. 

]  85% 

\  P.F. 

110-125 

1 

36 

2044B 

29.10 

2044F 

29.85 

1  Tulamp  95%  P.F. 

1  Single  90%  P.F. 

j  92% 

(  P.F. 

220-250 

. 

1 

36 

2044C 

26.80 

2044G 

27.55 

1  Tulamp  95%  P.F. 

1  Single  60%  P.F. 

J  85% 

1  P.F. 

220-250 

1 

36 

$1.00  List  for  110  V.  Single  Pole  Levolier  Pull  Switch:  $1.85  list  for  220  V.  Double  Pole.  7  Feet  3  Wire  Cord 
with  Ground  Connector  and  Plug  Cap  $0.70  List. 


PRICES  DO  NOT  INCLUDE  LAMPS 


Hinged  Glass  Covers  With  Gasket  For  Two  Light  RLM  Standard 

Fluorescent  Fixtures 

2015  to  201 5E  Described  on  Page  4  and  Three  Light  Standard  Fluorescent  Fixtures 

No.  2043  to  2043C  Described  on  Page  7. 


These  hinged  covers  keep  dust  and  dirt  as  well  as  steam 
and  moisture  out  of  the  reflector.  It  also  protects  the  lamps, 
maintains  efficiency,  and  cuts  down  cleaning  costs. 

They  consist  of  a  steel  frame  with  hinges  on  one  side 
for  attaching  to  the  reflector,  the  other  side  has  a  clamp 
with  thumb  screw.  A  felt  gasket  is  cemented  to  the  glass. 

The  glass  is  clear  double  strength  or  ribbed  diffusing  glass 
which  reduces  brightness  approximately  30  per  cent. 

Finish  of  frame  is  cadmium  plate. 


CLEAR  GLASS 

List 

No.  Price 

RIBBED 

DIFFUSING  GLASS 

List 

No.  Price 

Description 

Std. 

pkg. 

2056  $13.25 

2056A  $16.75 

Complete  Cover  for  Nos.  2015  and  2043  Series 

1 

2057  5.75 

2057A  9.25 

Glass  Only  with  Gasket 

1 

LOUVRES 

Made  of  steel  with  welded  joints,  assuring  rigid  construc¬ 
tion,  finished  white  reflector  enamel.  The  shielding  angle  is 
22  degrees  on  all  sides  of  the  reflector. 

They  are  held  in  position  in  the  reflector  with  thumb 
screw  clamps,  two  on  each  side. 


No. 

List 

Price 

Description 

Std. 

pkg. 

2058 

$5.00 

For  No.  2015  Series  Described  on  Page  4 

1 

20584 

5.00 

For  No.  2030  Series  Described  on  Page  5 

1 

2058B 

5.00 

For  No.  2031  Series  Described  on  Page  6 

1 

2058C 

6.00 

For  No.  2043  Series  Described  on  Page  7 

~  i 

2058D 

6.00 

For  No.  2044  Series  Described  on  Page  7 

1 

2058E 

8.00 

For  Nos.  2041  and  2042  Series  Described  on  Page  2 

1 

2058F 

8.00 

For  Nos.  2047  and  2048  Series  Described  on  Page  2 

1 
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Two  and  Three  Light  Fluorescent  Lamp  Fixtures 

Listed  By  Underwriters’  Laboratories,  Inc. 

Both  fixtures  create  new  high  intensity  illumination  without  discomforting  glare  or  undesirable  shadow  spots. 
They  are  particularly  adaptable  to  localized  lighting  of  assembly  benches,  inspection  tables,  production  lines,  and 
similar  areas.  The  steel  reflector  has  a  white  enameled  reflecting  surface  and  all  the  necessary  flanges  and  chain 
loops  for  Y2  inch  conduit  or  chain  suspension.  There  are  knockouts  in  each  end. 

Standard  finish  outside  is  olive  green. 


TWO  LIGHT 

Dimensions  of  Nos.  2006  and 
2006 A,  width  10  V2  inches,  depth 
5V2  inches.  Nos.  2006B  to  2006F 
as  shown  on  the  right. 

»- -  1 1  ‘/a  — 

No.  2006  No.  2006B 

Equipped  with  high  power-factor  tulamp  ballast  (power-factor  95%),  lamp  holders  and  starter  switches. 


UNWIRED 

No. 

FIXTURE 

List 

Price 

WIRED  FIXTURE 

List 

No.  Price 

Length 

Fixture 

Lamp 

Size 

Line 

Voltage 

Std. 

Pk6. 

Wt. 

Lbs. 

2006 

$16.50 

W2006 

$17.25 

19  in. 

18"-15  Watt 

110-125 

1 

11 

2006A 

17.50 

W2006A 

18.25 

25  in. 

24"-20  Watt 

110-125 

1 

16 

2006B 

20.50 

W2006B 

21.50 

37  in. 

36"-30  Watt 

110-125 

1 

20 

2006C 

20.50 

W2006C 

21.50 

37  in. 

36"-30  Watt 

220-250 

1 

20 

2006D 

22.75 

W2006D 

23.50 

49  in. 

48"-40  Watt 

110-125 

1 

30 

2006F 

22.75 

W2006F 

23.50 

49  in. 

48"-40  Watt 

220-250 

1 

30 

No.  2007 

Equipped  with  high  power-factor  tulamp 
lamp  holders  and  starter  switches. 


THREE  LIGHT 

Dimensions  of  Nos.  2007  and 
2007A,  width  1314  inches,  depth 
5V2  inches.  Nos.  2007B  to  2007F 
as  shown  on  the  right. 


No.  2007B 


ballast  and  high  power-factor  single  ballast  (power-factor  92%), 


UNWIRED 

No. 

FIXTURE 

List 

Price 

WIRED  FIXTURE 

List 

No.  Price 

Length 

Fixture 

Lamp 

Size 

Line 

Voltage 

Std. 

Pkg. 

Wt. 

Lbs. 

2007 

$22.15 

W2007 

$23.50 

19  in. 

18"-15  Watt 

110-125 

1 

17 

2007A 

24.75 

W2007A 

26.00 

25  in. 

24"-20  Watt 

110-125 

1 

21 

2007B 

32.50 

W2007B 

34.00 

37  in. 

36"-30  Watt 

110-125 

1 

28 

2007C 

31.25 

W2007C 

32.50 

37  in. 

36"-30  Watt 

220-250 

1 

28 

2007D 

36.50 

W2007D 

37.50 

49  in. 

48"-40  Watt 

110-125 

1 

39 

2007F 

34.75 

W2007F 

36.00 

49  in. 

48"-40  Watt 

220-250 

1 

39 

ADDITIONS 


List  List 

For  110  Volt  Single  Pole  Levolier  Pull  Switch . $1.20  For  7  Ft.  of  3-Wire  Cord  with  Ground  Connector 

For  220  Volt  Double  Pole  Levolier  Pull  Switch .  2.10  and  Plug  Cap . $0.80 


PRICES  DO  NOT  INCLUDE  LAMPS 
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Two  Light  Fluorescent  Show  Window  Fixture 


The  fixtui’e  is  designed  for  lighting  show  windows,  rug  racks,  and  places  that  require  directional  lighting. 

The  White  Enameled  Reflector  provides  efficient  lighting  and  gives  an  evenly  lighted  window. 

Fixture  housing  is  steel  with  flanges  and  chain  hangers  for  V2  inch  conduit  or  chain  suspension.  There  are 
V2  inch  knockouts  on  top  and  each  end.  The  ends  are  also  punched  so  they  can  be  bolted  together  to  form  a  con¬ 
tinuous  length.  Standard  finish  is  olive  green. 

Equipped  with  high  power-factor  tulamp  ballast  and  compensator  (power-factor  95%),  lamp  holders  and 
starter  switches. 


UNWIRED 

No. 

FIXTURE 

List 

Price 

WIRED 

No. 

FIXTURE 

List 

Price 

Length 

Fixture 

Lamp 

Size 

Line 

Voltage 

Std. 

Pkg. 

Weight 

Lbs. 

2029B 

$20.75 

W2029B 

$20.50 

26  in. 

24"-20  Watt 

110-125 

1 

16 

2029C 

24.50 

W2029C 

25.25 

38  in. 

36"-30  Watt 

110-125 

1 

20 

2029D 

24.50 

W2029D 

25.25 

38  in. 

36"-30  Watt 

220-250 

1 

20 

2029 

26.75 

W2029 

27.50 

50  in. 

48"-40  Watt 

110-125 

1 

30 

2029A 

26.75 

W2029A 

27.50 

50  in. 

48"-40  Watt 

220-250 

1 

30 

ADDITIONS 


List 

For  110  Volt  Single  Pole  Levolier 
Pull  Switch  . $1.20 

For  220  Volt  Double  Pole  Levolier 
Pull  Switch  .  2.10 


PRICES  DO  NOT  INCLUDE  LAMPS 


W.  F.  MONROE  CIGAR  CO.  —  CHICAGO,  ILL. 
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Single  Fluorescent  Lamp  Fixtures 

Listed  By  Underwriters’  Laboratories,  Inc. 
FOR  INDUSTRIAL  USE 


Designed  for  localized  lighting  of  inspection 
tables,  assembly  benches,  production  lines  and 
similar  local  areas. 

Housing  is  steel,  enclosing  reflector  and  con¬ 
trol  equipment.  There  are  knockouts  in  each 
end,  also  flanges  and  chain  loops  for  conduit  or 
chain  suspension. 

Reflector  is  White  Reflector  Enamel  which 
gives  a  highly  efficient  light  output. 

Standard  finish  is  olive  green. 


WITH  BALLAST- 

-LAMP  HOLDERS 

AND  STARTER  SWITCH 

HIGH 

POWER 

LOW  POWER 

FACTOR  90% 

FACTOR 

60% 

List 

List 

Length 

Lamp 

Line 

Std. 

Weight 

No. 

Price 

No. 

Price 

Fixture 

Size 

Voltage 

Pkg. 

Lbs. 

30HP110 

$14.50 

30WS110 

$11.75 

37  in. 

36"-30  Watt 

110-125 

1 

10 

30HP220 

13.50 

30WS220 

10.50 

37  in. 

36"-30  Watt 

220-250 

1 

10 

40HP110 

17.00 

40WS110 

14.25 

49  in. 

48"-40  Watt 

110-125 

1 

14 

40HP220 

15.75 

40WS220 

13.00 

49  in. 

48"-40  Watt 

220-250 

1 

14 

ADDITIONS 

List 


For  Wiring  . $0.75 

For  110  Volt  Single  Pole  Levolier  Pull  Switch .  1.20 

For  7  Ft.  3-Wire  Cord  with  Ground  Connector 
and  Plug  Cap . 80 

PRICES  DO  NOT  INCLUDE  LAMPS 


OAMCO  units  may  be  placed  end  to  end  either 
singly  or  in  multiple  to  form  a  continuous  line 
over  work  benches  or  assembly  lines.  The  units, 
in  this  case,  are  supported  by  inch  horizontal 
pipe  which  serves  the  triple  purpose  of  support, 
alignment  and  feed.  Chain  suspensions  every 
10  or  12  feet  may  be  used  to  avoid  a  quantity  of 
pipe  hangers.  Double  and  triple  rows  of  units 
may  be  assembled  in  the  same  way. 
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Single  Fluorescent  Lamp  Fixtures 

Listed  By  Underwriters’  Laboratories,  Inc. 

Fixture  has  a  steel  housing  with  knockouts  in  each  end,  flanges 
and  chain  loops  for  conduit  or  chain  suspension.  The  white  enameled 
reflector  mounted  in  the  housing  gives  a  high  intensity  of  light  suit¬ 
able  for  the  lighting  of  work  benches,  counters,  assembly  lines  and 
similar  places. 

Width  5],2  inches,  depth  -F2  inches.  Standard  finish  is  olive  green. 

No.  200  1 


WITH  BALLAST- 
AND  STAR" 

HIGH  POWER 

FACTOR  90% 

List 

No.  Price 

—LAMP  HOLDERS 
rER  SWITCH 

LOW  POWER 

FACTOR  60% 

List 

No.  Price 

Length 

Fixture 

Lamp 

Size 

Line 

Voltage 

Std. 

Pkg. 

Weight 

Lbs. 

2004HP 

$  8.80 

2004 

$  5.75 

19  in. 

18"-15  Watt 

110-125 

1 

5 

2004AII 

10.25 

2004A 

7.50 

25  in. 

24"-20  Watt 

110-125 

1 

6 

2004BH 

14.20 

2004B 

11.20 

37  in. 

36"-30  Watt 

110-125 

1 

8 

2004CII 

12.75 

2004C 

9.80 

37  in. 

36"-30  Watt 

220-250 

1 

8 

2004IIH 

16.90  1 

2004II 

14.30 

49  in. 

48”-40  Watt 

110-125 

1 

12 

2004KII 

15.50 

2004K 

13.00 

49  in. 

48"-40  Watt 

220-250 

1 

12 

Single  Directional  Fluorescent  Lamp  Fixtures 


Listed  By  Underwriters’  Laboratories,  Inc 


No.  2002 


For  use  in  lighting  small  show 
windows,  displays,  wall  cases,  etc. 

Construction  is  the  same  as  de¬ 
scribed  above. 

Width  4%  inches,  depth  5% 
inches.  Finish  olive  green. 


WITH  BALLAST — LAMP  HOLDERS 

AND  STARTER  SWITCH 

Line 

Voltage 

Std. 

pkg. 

Weight 

Lbs. 

HIGH  POWER 

FACTOR  90% 

List 

No.  Price 

LOW  POWER 

FACTOR  60% 

List 

No.  Price 

Length 

Fixture 

Lamp 

Size 

2002I1P 

$  8.80 

2002 

$  5.75 

19  in. 

18"-15  Watt 

110-125 

1 

 5 

2002AH 

10.25 

2002A 

7.50 

25  in. 

24"-20  Watt 

110-125 

1 

6 

2002BI1 

14.20 

2002B 

11.20 

37  in. 

36"-30  Watt 

110-125 

1 

8 

2002CH 

12.75 

2002C 

9.80 

37  in. 

36"-30  Watt 

220-250 

1 

8 

2002HII 

16.90 

200211 

14.30 

49  in. 

48"-40  Watt 

110-125 

I 

12 

2002KH 

15.50 

2002K 

13.00 

49  iw 

^8"-40  Watt 

220-250 

1 

12 

ADDITIONS  List 

For  Wiring  . $0.75 

For  110  Volt  Single  Pole  Levolier  Switch .  1.20 


For  7  Ft.  3  Wire  Cord  with  Ground  Connector  and  Plug  Cap . 80 


PRICES  DO  NOT  INCLUDE  LAMPS 
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Single  Fluorescent  Lamp  Fixtures 

For  100  Watt,  60  inch  T-17  Fluorescent  Lamps 


For  lighting  inspection  tables,  assembly  benches,  production  lines,  and  similar  local  areas. 


UNIT  STRIP 

The  ends  and  back  of  channel  have  Yz  inch  knockouts. 
Lamp  holders  and  ballast  are  mounted  so  it  can  be  easily 
wired.  Finished  aluminum  bronze  lacquer  with  white  en¬ 
amel  reflecting  cover. 

Length  61  inches,  width  3Yz  inches,  depth  2%  inches. 


WITH  BALLAST  (90%  POWER  FACTOR) 

LAMP  HOLDERS  AND  STARTER  SWITCH 

Line 

Std. 

Weight 

No. 

List 

Price 

V  oltage 

Pkg. 

Lbs. 

2059 

$25.00 

110-125 

1 

20 

2059A 

25.00 

220-250 

1 

20 

SYMMETRIC  REFLECTOR 

Made  so  it  can  be  attached  to  above  unit  strip.  Finished 
aluminum  bronze  lacquer  outside,  white  reflector  enamel  in¬ 
side.  Length  61  inches,  width  1014  inches,  depth  311  inches. 


2060 


No. 

List  Price 

Std.  Pkg. 

Weight  Lbs. 

2060 

$8.00 

1 

8 

ends 

For  Symmetric  Reflector  listed  above.  Finished  aluminum  bronze  lacquer  outside, 
white  reflector  enamel  inside. 


No. 

List  Price 

Std.  Pkg. 

Weight  Lbs. 

2061 

$1.60 

1 

2 

OAMCP 

No.  2061 


COMPLETE  FIXTURE 

Consisting  of  the  parts 
listed  above,  with  flanges 
spaced  36  inches  apart  for 
Yz  inch  conduit,  and  chain 
loops  for  chain  suspension. 
Finished  aluminum  bronze 
lacquer  outside,  white  reflec¬ 
tor  enamel  inside.  Length  61 
inches. 


3% 


No.  2062 


WITH  BALLAST  (90%  POWER  FACTOR) 

LAMP  HOLDERS  AND 

STARTER  SWITCH 

Line 

dtd. 

Weight 

List 

V  oltage 

Pkg. 

Lbs. 

No. 

Price 

2062 

$36.20 

110-125 

1 

38 

2062A 

36.20 

220-250 

1 

38 

ADDITIONS 

List 

For  Wiring  . $0.75  For  7  Ft.  3-Wire  Cord  with  Ground  Connector 

For  110  Volt  Single  Poie  Levoiier  Puli  Switch .  1.20  and  Plug  Cap . 

NOTE: — Fixtures  are  made  so  they  can  be  joined  end  to  end  to  form  a  continuous  line. 

PRICES  DO  NOT  INCLUDE  LAMPS 


List 

$0.80 


Schedule  F 


Page  14 


Fluorescent  Unit  Strips 

Listed  By  Underwriters’  Laboratories,  Inc. 


SINGLE  LAMP 


No.  2005 


Width  2V2  inches,  Height  1%  inches 


The  ends  and  back  of 
channel  have  %  inch 
knockouts  and  are 
punched  for  hangers  de¬ 
scribed  on  Page  17. 

The  lamp  holders  and 
auxiliary  are  mounted 
on  the  cover  so  it  can  be 
easily  wired.  Finished 
aluminum  bronze  lacquer. 


TWO  LAMP 


No.  2036A 


Width  4%  inches,  Height  3 Y2  inches 


SINGLE  LAMP  UNIT  STRIP 


WITH  BALLAST — LAMP  HOLDERS 

AND  STARTER  SWITCH 

WITHOUT  BALLAST  OR 
STARTER  SWITCH  BUT 
WITH  LAMP  HOLDERS  AND 
BALLAST  ATTACHMENTS 

List 

No.  Price 

Length 

Strip 

Lamp 

Size 

Line 

Voltage 

Std. 

Pkg. 

Weight 

Lbs* 

HIGH  POWER 
FACTOR  90% 

List 

No.  Price 

LOW  POWER 
FACTOR  60% 

List 

No.  Price 

2005HP 

$  8.00 

2005 

$5.00 

2005D 

$3.25 

19  in. 

18"-15  Watt 

110-125 

1 

3  y2 

2005AH 

8.50 

2005A 

5.50 

2005E 

3.60 

25  in. 

24"-20  Watt 

110-125 

1 

4 

2005BH 

11.20 

r  2005B 

8.30 

2005F 

f 

4.20 

37  in. 

36"-30  Watt 

110-125 

1 

6 

2005CH 

9.75 

2005C 

6.95 

1 

37  in. 

36"-30  Watt 

220-250 

1 

6 

2005HH 

12.50 

2005H 

9.45 

2005J 

1 

4.80 

49  in. 

48"-40  Watt 

110-125 

1 

10 

2005KH 

10.75 

2005K 

7.90 

1 

49  in. 

48"-40  Watt 

220-250 

1 

10 

TWO  LAMP  UNIT  STRIP 


WITH  HIGH-POWER 
TULAMP  BALLAST 
(POWER  FACTORS  95%) 
LAMP  HOLDERS  AND 
STARTER  SWITCHES 

List 

No.  Price 

WITHOUT  BALLAST  OR 
STARTER  SWITCH  BUT  WITH 
LAMP  HOLDERS  AND 
BALLAST  ATTACHMENTS 
List 

No.  Price 

Length 

Strip 

Lamp 

Size 

Line 

Voltage 

Std. 

Pkg. 

Weight 

Lbs. 

2036A 

$12.75 

2036F 

$5.90 

25  in. 

24"-20  Watt 

110-125 

1 

10 

2036B 

16.10 

2036G 

I 

7.20 

37  in. 

36"-30  Watt 

110-125 

1 

14 

2036C 

16.10 

1 

37  in. 

36"-30  Watt 

220-250 

1 

14 

2036D 

17.70 

2036H 

I 

8.40 

49  in. 

48"-40  Watt 

110-125 

1 

16 

2036E 

17.70 

1 

49  in. 

48"-40  Watt 

220-250 

1 

16 

ADDITIONS 

List  List 


For  Wiring  Single  Lamp  Unit  Strips 
No.  2005  Series . $0.75 


For  110  Volt  Single  Pole  Levolier  Pull  Switch . $1.20 


For  Wiring  Two  Lamp  Unit  Strips 
No.  2036A  Series . 


For  220  Volt  Double  Pole  Levolier  Pull  Switch....  2.10 


.85 


For  7  Ft.  3-Wire  Cord  with  Ground  Connector 


For  Toggle  Switch 


.65  and  Plug  Cap 


.80 


NOTE:  SYMMETRIC  and  ASYMMETRIC  reflectors  described  on  Page  16  can  be  attached  to  UNIT  STRIPS 
Nos.  2005  and  2036A  Series. 


PRICES  DO  NOT  INCLUDE  LAMPS 


Page  15 


» 


Schedule  F 


Fluorescent  Light  Strips 

CONTINUOUS  LENGTHS 


? 


No.  2003L 


Made  of  20  gauge  galvanized  iron,  unfinished,  Width 
21/2  inches,  depth  1 %  inches.  For  use  with  all  types  of 
single  lamp  ballasts,  also  narrow  type  tulamp  ballasts. 


No.  2005L  is  for  attachable  covers  j  2005T  48  in. } 

No.  2005M  is  for  attachable  covers  [  2005s  36  in.' } 

Symmetric  or  asymmetric  reflectors  for  continuous  lengths  are  described  on  Page  16. 


No. 

Length 

List  Price 

Per  Length 

Std.  Pkg. 

Weight 

Each  Length,  Lbs. 

2005L 

8  Feet 

$1.80 

1  Length 

14 

2005M 

9  Feet 

1.90 

1  Length 

16 

ATTACHABLE  COVERS 

Made  to  be  attached  to  the  continuous  channel  Nos. 
2005L  and  2005M.  Each  length  is  punched  for  lamp 
holders  and  holes  spaced  so  ballast  can  be  mounted.  Fin¬ 
ished  aluminum  bronze  lacquer. 


No. 

List 

Price 

Length 

Lamp 

Size 

Std  Pkg. 

Std  Pkg. 

Weight  Lbs. 

2005N 

$0.43 

18  in. 

18"-15  Watt 

1 

1 

2005R 

.53 

24  in. 

24"-20  Watt 

1 

1 

2005S 

.65 

36  in. 

36"-30  Watt 

1 

2 

2005T 

1.00 

48  in. 

48"-40  Watt 

1 

3 

Note:  For  lamp 

END  CAP 


holder  starter  socket,  lamp  holder,  and  attachments  for  mounting  ballast,  add  to  list  of  each  cover 

$1.25 


COUPLING 


ANGLE 


CROSS 


No.  2016 


No.  2017 

END  CAP 


No.  2018 

To  close  ends  of  channel. 


No.  2019 


No.  List  Price  Std.  Pkg.  Std.  Pkg.  Weight  Lbs. 

20  i  6  $0.16  1  % 

COUPLING — For  connecting  runs  of  more  than  one  length. 

No.  List  Price  Std.  Pkg.  Std.  Pkg.  Weight  Lbs. 

2orT  $0.16  1  % 

ANGLE  FITTING - For  90°  angles.  Cover  removable  from  top. 

No.  List  Price  Std.  Pkg.  Std.  Pkg.  Weight  Lbs. 

2018  $0.58  I  14 

CROSS  FITTING - To  connect  four  channels.  Cover  removable  from  top. 

No.  List  Price  Std.  Pkg.  Std.  Pkg.  Weight  Lbs. 

2019  $1.20  1  I 


No.  2005L  with  2005R 

PRICES  DO  NOT  INCLUDE  LAMPS 
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Symmetric  and  Asymmetric  Reflectors 

These  reflectors  are  made  so  they  can  be  attached  to  single  fluorescent  unit  strips  No.  2005 
Series,  Page  14.  Continuous  lengths  Nos.  2005L  and  2005M,  Page  15.  Continuous  light  strips 
Nos.  2053,  2053A,  and  2053B,  Page  17.  They  are  finished  aluminum  lacquer  outside,  reflecting 
side  is  white  synthetic  enamel. 


SYMMETRIC  REFLECTORS 


No.  2008 


\i 


No.  2009 


No. 

List 

Price 

Length  of 
Reflector 

Lamp 

Size 

Std. 

Pkg. 

Weight 

Lbs.  \ 

2008 

$1.45 

18  in. 

15  Watt 

1 

2  V 

2008A 

1.80 

24  in. 

20  Watt 

1 

21/4 

2008B 

2.50 

36  in. 

30  Watt 

1 

3% 

2008C 

3.25 

48  in. 

40  Watt 

1 

4 

ASYMMETRIC  REFLECTORS 

No. 

List 

Price 

Length  of 
Reflector 

Lamp 

Size 

Std. 

Pkg. 

Weight 

Lbs. 

2009 

$1.45 

18  in. 

15  Watt 

1 

2  4" 

2009A 

1.80 

24  in. 

20  Watt 

1 

21/2 

2009B 

2.50 

36  in. 

30  Watt 

1 

4  -L 

2009C 

3.25 

48  in. 

40  Watt 

1 

5 

No.  2051 


SYMMETRIC  REFLECTORS 

For  two  lamp  unit  strips  No.  2036A  Series 
described  on  Page  14. 


List 

Length  of 

Lamp 

Std. 

Weight 

No. 

Price 

Reflector 

Size 

Pkg. 

Lbs. 

2054 

$2.60 

25  in. 

20  Watt 

1 

3 

2054A 

3.80 

37  in. 

30  Watt 

1 

5 

2054B 

4.90 

49  in. 

40  Watt 

1 

7 

No.  2063 


.  . 


REFLECTOR  CONNECTOR 

For  continuous  runs  of  reflector  assemblies  the  connector  is  a  metal  strap 
which  fits  over  two  adjoining  sockets  and  is  bent  over  reflector,  making  a  joint 
which  prevents  the  light  from  seeping  through. 


No. 

List 

Price 

Std. 

Pkg. 

2063 

$0.35 

1 

PRICES  DO  NOT  INCLUDE  LAMPS 


Continuous  Fluorescent  Light  Strips 


Made  of  20  gauge  steel,  width  21/2  inches,  depth  1%  inches.  Finished  aluminum  bronze 
lacquer. 

The  channel  has  screw  holes  and  1/2  inch  knockouts  in  the  back  as  well  as  14  inch  knock¬ 
out  in  each  end.  It  is  punched  so  Mounting  Hangers  Nos.  2038,  2039,  and  2040  described  below 
can  be  used. 

The  lengths  are  complete  with  high  power-factor  ballasts  (power-factor  90%),  starter 
switches  and  lamp  holders. 


List 

Number 

Lamp 

Line 

Std. 

Weight 

No. 

Price 

Length 

of  Lamps 

Size 

V  oltage 

Pkg. 

Lbs. 

2053 

$20.50 

6  ft.  1  in. 

2 

36"-30  Watt 

110-125 

1 

20 

2053A 

21.50 

8  ft.  1  in. 

2 

48"-40  Watt 

110-125 

1 

22 

2053B 

29.00 

9  ft.  1  in. 

3 

36"-30  Watt 

110-125 

1 

25 

FOR  WIRING  ADD  $0.85  TO  THE  AROVE  LIST  PRICES 
Symmetric  reflectors  No.  2008  Series  and  asymmetric  reflectors  No.  2009  Series  described 
on  Page  16  can  be  attached  to  the  strips. 


Mounting  Hangers  for  Fluorescent  Unit  Strips 


No.  2038  No.  2039  No.  2040 


No.  2005  Series,  Page  14.  Nos.  2005L  and  2005M  continuous 
lengths  described  on  Page  15.  Nos.  2053,  2053A,  2053B  continuous 
light  strips  described  above. 

All  unit  strips  and  continuous  channels  have  holes  for  two 
hangers. 


No. 

List 

Price 

DESCRIPTION 

Std.  Pkg. 

2038 

$0.40 

V2  in.  Flange  for  Nos.  2005,  2005L,  2053  Series 

1 

2039 

.28 

Ceiling  Hanger  for  Nos.  2005,  2005L,  2053  Series 

1 

2040 

.28 

Chain  Loop  for  Nos.  2005,  2005L,  2053  Series 

1 

For  Two  Lamp  Unit  Strips  No.  2036A  Series 


2038A 

.45 

V2  in.  Flange  for  No.  2036A  Series  Unit  Strips 

1 

2039A 

.28 

Ceiling  Hanger  for  No.  2036A  Series  Unit  Strips 

1 

2040A 

.28 

Chain  Loop  for  No.  2036A  Series  Unit  Strips 

1 
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Single  Fluorescent  Lamp  Fixtures 

For  Fitting  Rooms  —  Bank  and  Cashier  Cages  —  Wall  Displays  —  Shelves  —  Etc. 


No.  2026 


Fixture  has  a  steel  housing  which  en¬ 
closes  ballast.  The  reflector  is  white 
enamel.  There  are  knockouts  in  back 
and  end  for  wiring  connections  and 
switch.  Provisions  for  mounting  are  in 
the  back. 

Standard  finish  is  wrinkle  brown. 


WITH  BALLAST — LAMP  HOLDERS 

AND  STARTER  SWITCH 

Length 

Fixture 

Lam  p 

Size 

Line 

Voltage 

Std. 

Pkg. 

Weight 

Lbs. 

HIGH  POWER 

FACTOR  90% 

List 

No.  Price 

LOW  POWER 

FACTOR  60% 

List 

No.  Price 

2026HP 

$10.90 

2026 

$7.70 

19  in. 

18"-15  Watt 

110-125 

1 

5 

2026AH 

11.90 

2026A 

8.90 

25  in. 

24"-20  Watt 

110-125 

1 

6 

2026BH 

15.50 

2026B 

12.50 

37  in. 

36"-30  Watt 

110-125 

1 

8 

2026CH 

14.00 

2026C 

11.20 

37  in. 

36"-30  Watt 

220-250 

1 

8 

2026DH 

17.70 

2026D 

15.00 

49  in. 

48"-40  Watt 

110-125 

1 

12 

2026EH 

16.20 

2026E 

13.70 

49  in. 

48"-40  Watt 

220-250 

1 

12 

ADDITIONS 

List 

For  Wiring  . $0.75 

For  110  Volt  Single  Pole  Levolier  Pull  Switch .  1.20 


Adjustable  Fluorescent  Bracket  Fixtures 


For  Lighting 


Bulletin  Boards  —  Wall  Displays  —  Wall 

Assorting  Racks  — -  Etc. 


Desks  —  Fitting  Rooms  — 


With  Adjustable  Holding  Brackets  and  Toggle  Switch 
in  Canopy.  Standard  length  from  canopy  to  outer  edge  of 
reflector  is  12  inches.  Reflecting  surface  is  white  reflec¬ 
tor  enamel. 

Standard  finish  is  satin  silver  bronze. 

NOTE:  Bracket  fixtures  Nos.  2035HP,  2035  with  19  in.  reflector 
and  Nos.  2035AH,  2035A  with  24  in.  reflector  are  equipped 
with  one  bracket.  The  rest  have  two  brackets. 


WITH  BALLAST — LAMP  HOLDERS 

AND  STARTER  SWITCH 

HIGH  POWER 

FACTOR  90% 

List 

No.  Price 

LOW  POWER 

FACTOR  60% 

List 

No.  Price 

Length 

Reflector 

Lamp 

Size 

Line 

Voltage 

Std. 

Pkg. 

Weight 

Lbs. 

2035HP 

$13.90 

2035 

$11.00 

19  in. 

18"-15  Watt 

110-125 

1 

5 

2035AH 

15.30 

2035A 

12.00 

25  in. 

24"-20  Watt 

110-125 

1 

6 

2035BH 

21.30 

2035B 

18.50 

37  in. 

36"-30  Watt 

110-125 

1 

8 

2035CH 

20.00 

2035C 

17.10 

37  in. 

36"-30  Watt 

220-250 

1 

8 

2035DH 

23.50 

2035D 

21.00 

49  in. 

48"-40  Watt 

110-125 

1 

12 

2035EH 

22.00 

2035E 

19.50 

49  iu. 

48"-40  Watt 

220-250 

1 

12 

FOR  WIRING  ADD  $0.75  TO  LIST  PRICE 
PRICES  DO  NOT  INCLUDE  LAMPS 
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Four  Light  Commercial  Fluorescent  Lamp  Fixtures 

For  Stores  —  Offices  —  Restaurants  and  Other  Commercial  Establishments 


No.  2033A 


Designed  to  give  the  highest  efficiency  in  diffused  illumination  downward  as  well  as  an  even  distribution  of  light 
on  ceiling  and  side  walls.  The  egg  crate  louvre  gives  a  cut-off  at  a  45°  angle  with  very  little  absorption  of  light. 

The  canopy  will  cover  surface  mounted  outlet  box,  has  a  switch  knockout  in  one  end  and  knockouts  in  each  end 
for  conduit.  Hangers  have  a  fixture  aligner  and  there  is  a  hickey  attached  to  ceiling  plate  for  %  in.  fixture  stud. 
Finish  is  satin  silver  bronze  to  blend  with  all  architectural  interiors.  Sides  are  plastic. 

ILLUMINATION  DATA 


Ceiling 

Height 

(feet) 

Mounting 

Height 

(feet) 

Recommended 

Spacing 

(feet) 

Area  Per 
Outlet 
(sq.  ft.) 

Room 

Proportions 

Average 

Foot-Candles 

Favorable 

60 

10' 

8' 

7'  x  7' 

49 

Average 

53 

Unfavorable 

40 

Favorable 

44 

ii' 

8'9" 

8'  x  8' 

64 

Average 

39 

Unfavorable 

30 

Favorable 

35 

12' 

9' 

9'  x  9' 

81 

Average 

31 

Unfavorable 

23 

Favorable 

28 

13' 

10' 

10'  x  10' 

100 

Average 

24 

Unfavorable 

18 

Favorable 

23 

14' 

10'6" 

11'  x  11' 

121 

Average 

20 

Unfavorable 

15 

ROOM  PROPORTIONS:  Use  Favorable  when  room  width  equals  four  times  ceiling  height;  use  Average  when 
room  width  equals  two  times  ceiling  height;  use  Unfavorable  when  room  width  is  equal  to  ceiling  height. 


Four  Light  Commercial  Fluorescent  Lamp  Fixtures 

For  Four  40  Watt,  48-inch  T-12  Fluorescent  Lamps 
For  Four  20  Watt,  24-inch  T-12  Fluorescent  Lamps 

Suspension  Type 

Described  on  Page  19 


Nos.  2033  and  2033A 


Width  at  bottom  of  Fixture  12^  inches. 

Width  at  top  of  Fixture  I614  inches. 

Height  of  Fixture  overall  32  inches. 

Equipped  with  high  power-factor  tulamp  ballasts  and  compen¬ 
sators  (power-factor  95%),  lamp  holders  and  starter  switches. 


UNWIRED 

No. 

FIXTURE 

List 

Price 

WIRED 

No. 

FIXTURE 

List 

Price 

Length 

Fixture 

Lamp 

Size 

Line 

V  oltage 

Std. 

Pkg. 

Wt. 

Lbs. 

2033 

$45.00 

2033C 

$48.00 

25  in. 

24"-20  W 

110-125 

1 

25 

2033A 

59.00 

2033D 

62.00 

49  in. 

48"-40  W 

110-125 

1 

47 

2033B 

59.00  | 

2033E 

62.00 

49  in. 

48"-40  W 

220-250 

1 

47 

NOTE: 


Fixtures  can  be  equipped  with  hinged  diffusing  ribbed  glass  door  instead  of  egg  crate  louvre  at  the  same 
list  price.  When  ordering  use  same  numbers  and  specify  “Glass  Door”. 


PRICES  DO  NOT  INCLUDE  LAMPS 
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Four  Light  Commercial  Fluorescent  Lamp  Fixtures 

For  Four  40  Watt,  48  Inch  T-12  Fluorescent  Lamps 
For  Four  20  Watt,  24  Inch  T-12  Fluorescent  Lamps 

Ceiling  Type 

Described  on  Page  19 


Nos.  2034  and  2034A 


Width  at  top  of  fixture  I6V2  inches.  Width  at  bottom  of  fixture  12^  inches. 

Depth  of  fixture  5  inches. 


Equipped  with  high  power-factor  tulamp  ballasts  and  compen¬ 
sators  (power-factor  95%),  lamp  holders  and  starter  switches. 


Note:  Fixtures  can  be  equipped 
with  hinged  diffusing  ribbed  glass 
door  instead  of  egg  crate  louvre  at 
the  same  list  price.  When  order¬ 
ing  use  same  numbers  and  specify 
“Glass  Door.” 


UNWIRED 

No. 

FIXTURE 

List 

Price 

WIRED 

No. 

FIXTURE 

List 

Price 

Length 

Fixture 

Lamp 

Size 

Line 

Voltage 

Std. 

pkg. 

Wt. 

Lbs. 

2034 

$40.00 

2034C 

$43.70 

25  in. 

24"-20  W 

110-125 

1 

18 

2034A 

53.50 

2034D 

57.00 

49  in. 

48"-40  W 

110-125 

1 

42 

2034B 

53.50 

2034E 

57.00 

49  in. 

48"-40  W 

220-250 

1 

42 

General  Lighting  in  a  Show  Room 


PRICES  DO  NOT  INCLUDE  LAMPS 
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Commercial  Fluorescent  Lamp  Fixtures 

For  Use  with  40  Watt,  48-inch  Lamps — For  Stores  and  Offices 


Page  22 


The  reflector  is  constructed  of  steel  finished  white  reflector  enamel.  Decorative  ends,  canopy 
and  stems  are  satin  aluminum. 


Fixtures  are  equipped  with  tulamp  high  power  factor  ballasts  (power  factor  95%),  starter 
switches,  and  white  lamp  holders  which  are  located  so  the  switches  and  lamps  can  be  easily  replaced. 

The  canopy  will  cover  surface  mounted  outlet  box,  has  a  switch  knockout  in  one  end  and 
knockouts  in  each  end  for  conduit.  Hangers  have  a  fixture  aligner  and  there  is  a  hickey  attached  to 
ceiling  plate  for  %  in.  fixture  stud. 


No.  2045 


TWO  LIGHT  FIXTURE 

FIXTURE  DIMENSIONS 

Length  overall  49  inches 
Height  overall  6%  inches 
Width  overall  10  inches 

Height  overall  including  24-inch  stems  31  inches 


UNWIRED  FIXTURE 

List 

No.  Price 

WIRED  FIXTURE 

List 

No.  Price 

Lamp 

Size 

Line 

Voltage 

Std. 

Pkg. 

Wt. 

Lbs. 

2045 

$21.25 

2045B 

$22.00 

48"— 40  Watt 

110-125 

1 

25 

2045A 

21.25 

2045C 

22.00 

48" — 40  Watt 

220-250 

1 

25 

No.  2046 


FOUR  LIGHT  FIXTURE 


FIXTURE  DIMENSIONS 

Length  overall  49  inches 
Height  overall  6%  inches 
Width  overall  11  inches 


Height  overall  including  24-inch  stems  31  inches 


UNWIRED  FIXTURE 

List 

No.  Price 

WIRED  FIXTURE 

List 

No.  Price 

Lamp 

Size 

Line 

Voltage 

■ 

Std. 

Pkg. 

Wt. 

Lbs. 

2046 

$36.15 

2046B 

$37.00 

48" — 40  Watt 

110-125 

1 

40 

2046A 

36.15 

2046C 

37.00 

48"- — 40  Watt 

220-250 

1 

40 

FOR  CEILING  MOUNTING 

Deduct  $1.50  from  the  above  List  Prices.  When  ordering  use  the  same  numbers  and  specify  “Ceiling”. 

ADDITIONS 

List 

For  110  Volt  Single  Pole  Levolier  Pull  Switch . $1.20 

For  220  Volt  Double  Pole  Levolier  Pull  Switch .  2.10 

PRICES  DO  NOT  INCLUDE  LAMPS 
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Two  and  Three  Light  Suspension  Fluorescent  Lamp  Fixtures 


The  design  of  these  fixtures  gives  an  attractive  appearance  and  insures  high  reflecting  efficiency  making  them 
applicable  for  use  in  retail  stores,  beauty  shops,  drug  stores,  and  similar  places. 

They  are  made  of  steel  with  the  top  plate  hooked  to  the  reflector  as  described  on  Page  24. 

The  canopy  will  cover  a  surface  mounted  outlet  box,  has  knockout 
at  each  end  for  conduit,  also  knockout  in  one  end  for  switch.  Hangers 
have  fixture  aligners  and  the  hickey  attached  to  the  ceiling  plate  is  for 
a  %"  fixture  stud. 

The  fixture  is  finished  in  satin  cadmium. 

Length  of  hanger  is  30  inches.  For  height  of  fixture  overall  add 
height  of  fixture  body  as  shown  in  outline  cuts  to  length  of  hanger. 

Fixtures  25  inches  long  are  equipped  with  a  one  stem  hanger  and 
49  inch  fixtures  have  two  stem  hangers. 


sag* 

_ — 

OAMCO 

-  -----  v, 

TWO  LIGHT 


- - 98  = - - 

« - 10%“ - > 

No.  2024 


No.  2024B 


Equipped  with  high  power-factor  tulamp  ballast  (power-factor 
95%),  lamp  holders  and  starter  switches. 


UNWIRED  FIXTURE 

List 

No.  Price 

WIRED  FIXTURE 

List 

No.  Price 

Length 

Fixture 

Lamp 

Size 

Line 

V  oltage 

Std. 

Pkg. 

Weight 

Lbs. 

2024 

$20.70 

2024E 

$21.50 

25  in. 

24"-20  Watt 

110-125 

1 

14 

2024B 

26.60 

2024F 

27.50 

49  in. 

48"-40  Watt 

110-125 

1 

25 

2024C 

26.60 

2024G 

27.50 

49  in. 

48"-40  Watt 

220-250 

1 

25 

UNWIRED  FIXTURE 

List 

No.  Price 

WIRED  FIXTURE 

List 

No.  Price 

Length 

Fixture 

Lamp 

Size 

Line 

Voltage 

Std. 

Pkg. 

Weight 

Lbs. 

2025 

$25.00 

2025E 

$26.20 

25  in. 

24"-20  Watt 

110-125 

1 

18 

2025B 

36.70 

2025F 

38.00 

49  in. 

48"-40  Watt 

110-125 

1 

34 

2025C 

35.20 

2025G 

36.50 

49  in. 

48"-40  Watt 

220-250 

1 

34 

NOTE:  For  fixtures  with  white  baked  enamel  reflector  bodies  deduct  $1.00  from  the  above  list  prices.  When 
ordering  use  same  numbers  and  specify  “White”. 

PRICES  DO  NOT  INCLUDE  LAMPS 
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Two  and  Three  Light  Ceiling  Fluorescent  Lamp  Fixtures 


Fixtures  are  the  same  as  Nos.  2024  and  2025  described  on 
Page  23,  less  suspension  hangers.  They  provide  efficient  lighting 
for  lobbies,  reception  halls,  shops,  and  similar  places. 

The  top  plate  is  hooked  to  the  reflector  to  provide  easy 
access  for  connections  and  to  facilitate  installation. 

The  fixtures  are  finished  satin  cadmium. 


TWO  LIGHT 


Equipped  with  high  power-factor  tulamp  ballast  (power-factor  95%),  lamp  holders  and  starter  switches. 


UNWIRED  FIXTURES 

List 

No.  Price 

WIRED  FIXTURES 

List 

No.  Price 

1  ' 

Length 

Fixture 

Lamp 

Size 

Line 

Voltage 

Std. 

Pkg. 

"Weight 

Lbs. 

2022 

$18.10 

2022D 

$19.00 

25  in. 

24"-20  Watt 

110-125 

1 

8 

2022B 

21.90 

2022E 

22.75 

49  in. 

48"-40  Watt 

110-125 

1 

12 

2022C 

21.90 

2022F 

22.75 

49  in. 

48"-40  Watt 

220-250 

1 

12 

Equipped  with  high  power-factor  tulamp  and  high  power-factor  single  ballast  (power-factor  92%),  lamp 
holders  and  starter  switches. 


UNWIRED  FIXTURES 

List 

No.  Price 

W  IRED  FIXTURE 

List 

No.  Price 

Length 

Fixture 

Lamp 

Size 

Line 

Voltage 

Std. 

Pkg. 

Weight 

Lbs. 

2023 

$22.30 

2023D 

$23.60 

25  in. 

24"-20  Watt 

110-125 

1 

10 

2023B 

31.90 

2023E 

33.20 

49  in. 

48"-40  Watt 

110-125 

1 

14 

2023C 

30.50 

2023F 

31.70 

49  in. 

48"-40  Watt 

220-250 

1 

14 

NOTE:  For  fixtures  finished  white  baked  enamel  deduct  $1.00  from  the  above  list  prices.  When  ordering  use  same 
numbers  and  specify  “White”. 


ADDITIONS 

List  List 

For  110  Volt  Single  Pole  Levolier  Pull  Switch . $1.20  For  220  Volt  Double  Pole  Levolier  Pull  Switch. ...$2.10 

PRICES  DO  NOT  INCLUDE  LAMPS 
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Fluorescent  Surface  Strips 

For  use  on  walls  or  ceilings  in  lobbies,  tap-rooms,  taverns,  reception  rooms,  also 
each  side  of  bathroom  or  dressing  room  mirrors. 

Has  a  knockout  in  one  end  and  in  the  back  for  wiring  connections,  the  other  end 
has  a  knockout  for  a  Toggle  Switch.  Mounting  holes  are  in  the  back  of  the  channel. 
Lamp  holders  and  ballast  are  mounted  on  the  front  for  easy  wiring.  Finished  satin 
cadmium. 


Single  Lamp  Surface  Strips 


I” - 4Ve - i 


WITH  BALLAST — LAMP  HOLDERS 

AND  STARTER  SWITCH 

Length 

Fixture 

Lamp 

Size 

Line 

Voltage 

Std. 

Pkg. 

Weight 

Lbs. 

HIGH  POWER 

FACTOR  90% 

List 

No.  Price 

LOW  POWER 

FACTOR  60% 

List 

No.  Price 

2020HP 

$  9.80  | 

2020 

$  6.75 

20  in. 

18"-15  Watt 

110-125 

1 

5 

2020AH 

10.90 

2020A 

7.80  1 

26  in. 

24"-20  Watt 

110-125 

1 

6 

2020BH 

14.45 

2020B 

11.40 

38  in. 

36"-30  Watt 

110-125 

1 

8 

2020CH 

13.10 

2020C 

10.00 

38  in. 

36"-30  Watt 

220-250 

1 

8 

2020DH 

16.90 

2020D 

14.20 

50  in. 

48"-40  Watt 

110-125 

1 

12 

2020EH 

15.50 

2020E 

12.70 

50  in. 

48"-40  Watt 

220-250 

1 

12 

FOR  WIRING  ADD  $0.75  TO  THE  ABOVE  LIST  PRICES 


Two  Lamp  Surface  Strips 

Same  construction  and  finish  as  Single  Strip  described  above. 


No.  2021 


DIMENSIONS 

15  and  20  watt 
sizes 


1 


DIMENSIONS 

30  and  40  watt 
sizes 


Equipped  with  high  power-factor  tulamp  ballast  (power-factor  95%), 
starter  switches. 


lamp  holders  and 


UNWIRED 

No. 

FIXTURE 

List 

Price 

W  I  RED 

No. 

FIXTURE 

List 

Price 

Length 

Fixture 

Lamp 

Size 

Line 

Voltage 

Std. 

Pkg. 

Weight 

Lbs. 

2021 

$14.15 

2021L 

$15.00 

20  in. 

18"-15  Watt 

110-125 

1 

9 

2021A 

15.00 

2021M 

15.90 

26  in. 

24"-20  Watt 

110-125 

1 

11 

202  IE 

20.50 

2021N 

21.40 

38  in. 

36"-30  Watt 

110-125 

1 

14 

2021F 

20.50 

202  IP 

21.40 

38  in. 

36"-30  Watt 

220-250 

1 

14 

2021G 

22.70 

202 1R 

23.50 

50  in. 

48"-40  Watt 

110-125 

1 

19 

2021H 

22.70 

2021S 

23.50 

50  in. 

48"-40  Watt 

220-250 

1 

19 

ADDITIONS  List 

For  Toggle  Switch . $0.65 

For  110  Volt  Single  Pole  Levolier  Pull  Switch....  1.20 

For  220  Volt  Single  Pole  Levolier  Pull  Switch....  2.10 

For  Equipping  with  Convenience  Outlet . 60 

PRICES  DO  NOT  INCLUDE  LAMPS 
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RECESSED  UNIT  STRIPS 

Wiring  channel  is  2x/2  inches  wide,  1%  inches  high.  Lamp 
holder  plate  is  3x/2  inches  wide  and  1  inch  longer  than  the 
channel.  It  is  centered  so  it  overlaps  the  channel  x/2  inch  all 
around.  The  channel  has  knockout  in  each  end  and  back  for 
wiring  connections.  Finish  of  lamp  holder  cover  is  satin 
chrome.  Other  finishes  if  specified  at  no  extra  charge. 


No.  2037 


WITH  BALLAST- 
AND  STAR! 

HIGH  POWER 

FACTOR  90% 

List 

No.  Price 

—LAMP  HOLDERS 
rER  SWITCH 

LOW  POWER 

FACTOR  60% 

List 

No.  Price 

Length 

Wiring 

Channel 

Lamp 

Size 

Line 

V  oltage 

Std. 

Pkg. 

Weight 

Lbs. 

2037I1P 

$  9.60 

2037 

$  6.60 

19  in. 

|  18"-15  Watt 

110-125 

1 

3% 

2037AH 

10.10 

2037A 

7.00 

25  in. 

24"-20  Watt 

110-125 

1 

4 

2037BH 

13.40 

2037B 

10.50 

37  in. 

36"-30  Watt 

110-125 

1 

6 

2037CH 

12.00 

2037C 

9.00 

37  in. 

36"-30  Watt 

220-250 

1 

6 

2037DH 

14.70 

2037D 

11.60 

49  in. 

48"-40  Watt 

110-125 

1 

10 

2037EH 

12.80 

2037E 

10.00 

49  in. 

48"-40  Watt 

220-250 

1 

10 

ADDITIONS 


For  Wiring  . $0.75 

For  110  Volt  Single  Pole  Levolier  Pull  Switch .  1.20 

For  220  Volt  Double  Pole  Levolier  Pull  Switch .  2.10 

For  Toggle  Switch . 60 

For  Equipping  with  Convenience  Outlet . 60 


Single  Lamp  Fluorescent  Show  Case  Reflectors  —  Unwired 

Reflectors  are  made  of  steel  with  white  enameled  reflecting  sur¬ 
face  to  insure  efficient  light  distribution.  They  are  equipped  with 
starter  switch  FS2  or  FS4  and  lamp  holders  but  are  without  ballast 
and  not  wired.  Width  is  2%  inches,  height  1 %  inches.  Standard 
finish  sprayed  statuary  bronze. 


No.  2012A 


WITH  HANGERS  FOR  WOOD  MOULDING  SHOW  CASE 


List 

Length  of 

Lamp 

Std. 

Weight 

No. 

Price 

Reflector 

Size 

Pkg. 

Lbs. 

2012A 

$6.00 

213/2  in- 

18"— 15  Watt 

1 

6 

2012B 

7.15 

3814  in. 

36"— 30  Watt 

1 

7 

Fittings  and  Junction  Box  are  described  on  Page  28 


Hangers  for  Wood  Frame  Case 


NOTE:  For  units  equipped  with 
hangers  for  all  glass  case,  suffix 
catalog  number  with  “G”. 

PRICES  DO  NOT  INCLUDE 
LAMPS 


Hangers  for  all  Glass  Case 


Schedule  F 


Show  Case  Reflectors  Assemblies — Wired 

For  18" — 15  Watt  and  36" — 30  Watt  T-8  Fluorescent  Lamps 
to  fit  showcases  up  to  10  feet 

The  assemblies  are  complete  with  showcase  reflector,  hangers,  tubing,  elbow,  coupling,  flexible  conduit,  junction 
box,  and  high  power  factor  ballast. 

They  are  wired  but  the  ballast  wires  are  not  connected  to  the  wires  leading  from  the  reflector. 

Tubing  is  cut  to  center  the  reflector  in  the  case  and  the  upright  length  is  36  inches  long.  It  can  be  cut  on 
the  job  to  fit  the  inside  measurements  of  the  show  case. 

Reflectors  are  steel  with  highly  efficient  white  enameled  reflector.  Width  2%  inches,  depth  1%  inches.  Standard 
finish  of  assembly  is  sprayed  statuary  bronze. 


mm 


FOR  7  TO  10  FOOT  CASES 

No.  2055  for  two  36"  30  Watt  Lamps. 

FOR  6  TO  8  FOOT  CASES 

No.  2055A  for  one  18"  15  Watt  and  one  36"  30  Watt  Lamps. 


asm 


FOR  4  TO  5  FOOT  CASES 

No.  2055B  for  one  36"  30  Watt  Lamp. 

FOR  3  FOOT  CASES 

No.  2055C  for  one  18"  15  Watt  Lamp. 

Above  are  equipped  with  hangers  for  wood  frame 
show  case.  For  hangers,  for  all  glass  case  suffix  catalog 
number  with  “Glass”. 

Outline  drawing  of  reflector  assembly  is  shown  on 
Page  28. 


No. 

List 

Length  of 

Number  of 

Std. 

Weight 

Price 

Reflector 

Lamps 

Pkg. 

Lbs. 

2055 

$34.50 

77  in. 

2—36"— 30  W 

1 

25 

2055A 

34.00 

60  in. 

j  1—18"— 15  W  \ 
l  1—36"— 30  W  J 

1 

20 

2055B 

22.00 

38%  in. 

1—36"— 30  W 

1 

10 

2055C 

17.50 

21%  in. 

1—18"— 15  W 

1 

8 

PRICES  DO  NOT  INCLUDE  LAMPS 
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Show  Case  Wiring  Fittings 

Finished  Sprayed  Statuary  Bronze 

For  use  with  fluorescent  lamp  show  case  reflectors  Nos.  2012A  and  2012B 

described  on  Page  26. 

ASSEMBLY 

No.  2013—90°  elbow 
for  1/2 "  tubing 


No.  20 13 A— 1/2"  tubing. 


No.  201 3B— 1/2"  coupling 
for  V&”  tubing  to 
%"  greenfield. 


No.  2013C—  %"  flexible 
conduit  with  box 
connector. 


■Ballast  Junction  Box 

'N'6s^roi4'AND20l4  A 


No. 

List 

Price 

Description 

Std. 

pkg. 

2013 

$0.70 

90°  elbow  for  I/2"  tubing 

1 

2013A 

.27  Ft. 

V2"  tubing 

1 

2013B 

.70 

Coupling  for  y2"  tubing  to  %"  Greenfield 

1 

2013C 

1.10 

%"  flexible  conduit  with  box  connector 

1 

BALLAST  JUNCTION  BOX 

'  No.  2014 

For  use  in  the  bottom  of  the  show  case  when  show  case  reflectors  Nos.  2012A 
and  2012B  described  on  Page  26  are  installed. 

A  20  gauge  metal  box  for  housing  single  lamp  ballasts. 

No. 

List 

Price 

Number  of  Std. 

Length  Ballasts  Pkg. 

Weight 

Lbs. 

2014 

$1.10 

16  in.  1  1 

2 

Fluorescent  Lamp  Fixtures 

With  Clamp  or  Flange  —  for  Drafting  Tables,  Desks,  Display  Tables,  Work  Benches  or  similar 

places  where  low  brightness  daylight  illumination  is  essential. 

The  arm  on  the  clamp  type  can  be  raised  or  lowered. 
Flange  type  is  for  permanent  mounting.  Reflector  is  ad¬ 
justable.  Reflecting  surface  is  white  enamel. 

Fixtures  are  equipped  with  ballast  and  FS-2  starter, 
wired  with  toggle  switch,  9  ft.  of  cord  and  plug.  Support¬ 
ing  arm  is  %"  pipe.  Outside  finish  is  wrinkle  brown. 

Height  overall  can  be  raised  to  23",  reflector  ex¬ 
tends  16". 


Fluorescent  Clamp  Fixture 

Width  reflector  514". 

Clamp  has  a  214"  opening. 


List 

Length  of 

Lamp 

Line 

Std. 

Weight 

No. 

Price 

Reflector 

Size 

Voltage 

pkg. 

Lbs. 

2010 

$12.50 

19  in. 

18"— 15  Watt 

110-125 

1 

7 

2010A 

13.00 

25  in. 

24"— 20  Watt 

110-125 

1 

8 

List 

Length  of 

Lamp 

Line 

Std. 

Weight 

No. 

Price 

Reflector 

Size 

Voltage 

Pkg. 

Lbs. 

2011 

$12.00 

19  in. 

18" — 15  Watt 

110-125 

1 

7 

2011 A 

12.50 

25  in. 

24"— 20  Watt 

110-125 

1 

8 

PRICES  DO  NOT  INCLUDE  LAMPS 
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